
MIX ING : DRY T IME : M ICRONS :

2 - 3 COATS :
40 - 60 UM (M ICRON) MAX

M I X B Y V O L U M E
3 .5 : 1 :1 ( 3 0 - 3 5 % R E D U C E R )
O N L Y U S E E P O X Y R E D U C E R

FLASH OFF 5 - 10 M IN BETWEEN COATS
ALLOW 15 - 20 M IN BEFORE BAKE

BAKE 45 - 60 M IN AT 60 ° ( A IR DRY 18 - 26 HOURS AT 20 ° )
BAKE IN TEMPERATURES BELOW 10 °

GERMA-TECH

USE ON: SANDED EX IST ING F IN ISHES
SANDED STEEL , IRON , ALUM IN IUM , GALVAN ISED
STEEL , F IBREGLASS

EPOXY
PRIMER

RUST PROOF ING FOR BARE METAL , ENHANCED
ADHES ION POWER

ADVANCED AUTOMOTIVE
EPOXY PRIMER

WWW.GERMATECH .COM .AU
sales@germatech.com.au
EPOXY PR IMER GP340 1 | EPOXY HARDENER GP3402 | EPOXY REDUCER GP3403

THE F INEST AUTOMOT IVE REF IN ISH ING TECHNOLOGY

STRICTLY FOLLOW
TECHNICAL DATA SHEETS


